
UP 601
tons 4.5 - 6.5

kg 345

mm 80

l/min 50 - 85

bars 105 -=-130

bars 1 60

bars 9

joule 830

hp 17.5

n/min 540 - 1 490

db(A)sec. 103

UP 553
tons 4 - 7

kg 335

mm 73

l/min 50 -=- 80

bars 105 -130

bars 1 60

bars 1 5

joule 720

hp17

n/min 530 -=-11 70

db(A)sec. 104

UP 550 0

tons 3.5 - 5

kg 260

mm 65

l/min 50 - 80

bars 105 -=-130

bars 1 60

bars 1 5

joule 720

hp17

n/min 530 -=-11 70

db(A)sec. 104

UP 521

tons 3.5 - 5

kg 260

mm 65

l/min 45 - 70

bars 105 -130

bars 160

bars 9

joule 690

hp15

n/min 590 -=-1280

db(A)sec. 104

UP 462

tons 3.5 - 5.5

kg 260

mm 65

l/min 55 -=- 80

bars 105 -=-125

bars 1 55

bars 1 9

joule 730

hp17.5

n/min 600 - 930

db(A)sec. 104

UP 351 0

tons 2.5 - 4.5

kg 165

mm 56

l/min 45 - 65

bars 105 -=-125

bars 155

bars 25

joule 420

hp14.5

n/min 490 -=-1010

db(A)sec. 103

3 31

UP 350

tons 2.5 - 4.5

kg 165

mm 56

l/min 30 -=- 60

bars 105-=-125

bars 155

bars 14

UP 301

tons 2.5 -=- 4.5

kg 165

mm 56

l/min 30 -=- 55

bars 105-=-125

bars 155

bars 9

UP 200 O
tons 2 - 3.5

kg 120

mm 48

UP 181

tons 2 - 3.5

kg 120

mm 48

l/min 25 - 45

bars 105-125

bars 155

bars 14

l/min 25 j 40

bars 105-125

bars 155

bars 9

UP 1500

tons 0.8 -=- 2

kg 80

mm 45

l/min 15-=-40

bars 105 - 125

bars 155

UP 121

tons 0.8 - 2

kg 80

bars 13

joule 440

hp11.5

joule 450 joule 240 joule 240 joule 200

mm 45

l/min 15 - 35

bars 105-125

bars 155

bars 9

joule 200

hp11 hp9.5 hp9 hp 7.5 hp 7

n/min 470-1340 n/min 540-1400 n/min 610-1670 n/min 780-1760 n/min 470 - 1780 n/min 580-1890

db (A) sec. 103 db (A) sec. 103 db (A) sec. 102 db (A) sec. 102 db (A) sec. 102 db (A) sec. 102

Models from the UP 553 to the UP 121 are available in two versions: pins and bushings and top plate with a mounting bracket.


